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Flooring EN/DIN 

Standard 
Type Consumption 

g/m2* 
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Parquet Strip 
and Mosaic 
Parquet Finger 
1-layer (solid)  
unfinished 
elements  
 
 

EN 13226 parquet strip of oak and similar 
wood types 

1000/1250   - -       

EN 13226 
parquet strip of beech and similar 
highly absorbent wood types 

1000/1250   - -     -  

EN 13488 mosaic parquet finger 850           

EN 13228 blocks/overlay, oak or similar wood 
width/thickness < 5/1 

1000/1250           

EN 13228 blocks/overlay, beech and similar 
highly absorbent wood types < 5/1 

1000/1250   - -     -  

prEN 14761 
wood flooring - solid wood parquet - 
Vertical finger, wide finger and 
module brick - 10/16/22 mm 

1000/1250   - -       

EN 13227 
wood flooring – solid lam parquet 
products up to 25 x 5 cm, oak and 
similar wood types 

1000   - -       

EN 13227 

wood flooring – solid lam parquet 
products up to 25 x 5 cm, beech 
and similar highly absorbent wood 
types 

1000   - -     -  

EN 13629 
solid hardwood flooring and solid 
hardwood flooring composite 
elements 

1000   - -    - - - 

EN 13629 
wood flooring – solid lam parquet 
products bigger than 25 x 5 cm 

1250/1500   - - - -  - - - 

1-layer parquet 
element, 
factory 
prefinished 

EN 13488 small formats, oak and similar wood 
types 

850   - -       
EN 13488 

small formats, beech and similar 
highly absorbent wood types 850   - -    - - - 

EN 13226 parquet strip with groove and 
tongue 

1000/1250   - -       

Multilayered 
parquet 
element, 
factory  
pre-finished 
 
 

EN 13489 2-layer, parquet strip 1000           
EN 13489 2-layer, parquet panel 1000/1250        - - - 
EN 13489 

3-layer flooring board: < 13 mm 
thick 

1250           
EN 13489 

3-layer flooring board: 10 -13 mm 
thick, less than 1200 mm 

1250           
EN 13489 

3-layer flooring board: 10 -13 mm 
thick, longer than 1200 mm 1250        - - - 

Multilayered 
parquet 
element,   
un-finished 

EN 13489 2-layer 1000           

Wood Block 
(end grain 

floors) 
 

 
DIN 68702 

 

 
Wood block RE & WE 
up to 40 mm thickness 

 

1000/1500  - - - - - -    

 
DIN 68702 

 
Wood block GE 

> 40 mm thickness (Industrial) 
 

1250/1500 - - - - - - - - - - 
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Subfloor 
Construction 

Binding Material 
according to EN 13813 

Type of subfloor 
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Floating Screed 
including calcium 
sulphate screed also 
with underfloor 
heating system and 
Self Levelling 
compounds   
 

CT Cementitious -(heated)- Screed            

CA Calcium Sulfate -(heated)- Screed         - - - 
CA Calciumsulfate floating screed         - - - 
AS  Mastic Asphalt, Well sanded**        - - - 

CT/CA Self Levelling Compounds           

Wooden Substrate  Chipboard, OSB, Plywood           
 
* Whether you use a fine or a course trowel depends on the condition of the subfloor and the dimensions of the parquet elements 
** For the usage of Bona´ s silan based adhesives a protection primer like R540 or Bona R410 is necessary prior to the installation of the parquet 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                 


