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1. Installation dimension.
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! Figure 1 [
2. Installing proced fefi-hand wood doors.
ihe SecondStogaClose [} The first stoge close e ures for lefi-hand
spoediequictng Volie spoecieouoingvohE . Groove and drill on the upper door and upper doorframe conform to dimensions of the
\ installing drawing,
fost b, b, Position the body of Door closer into the groove and fasten it
&) ¢ Purthe rectangutar hole of the arm onto the gear axle, and make a 15-degroes”
ClosigRonge of the secondstage ____ ~¥°" between the zm and the body pad with 3 gasket and fasten with an M5 12 screw and
2 washer,

4. 4 Open the door to a certain degree , joint the slide ral and the amm, put them info the

“iing Ronge of the st stage upper doorframe’s groove and fasten themn.
e ¢ Locate the locking lot on the comresponding position of the slide rail in accardance
Figure 2 with the opening degrees of the door.
— . 3. Installing procedures for right-hand wood doors.
2. Groove and drill on the mirroring side of the door and doorframe in accordance with the
dimensions of the installing drawing.

b. Close the adjuating valve direct o the side of the instafling panel with 3 minus
serewdriver.
. Take the installing panel off and install it on the other side of the body fasten it

=

7 d. Refer to Jeft-hand doors” installing procedurcs for the remaining steps.
& 4. Installing procedurcs for metal doors.

2 Make an assisting frame conform to the dimensions of the instafling drasving, and

Figure 3 fasten it on the cormesponding door and doorframe.

b b Refer to the procedurcs of wood doors for the rvmaining steps, but M5®12
counter-sunk screws should be used insted.
5. Adjust the closing and latching speed as shown in iltustration J1

eieier T wetendes! 3 the range of closing speed is about 120 degrees to 15 degrees.
32.5 328 b, the rmee of latching speed s about 15 degrees o 0 degrecs.
6. Adjust the bold-open degrees as shown in dtusiration IIi:
7. Mustration 1V shows the demand of doors' thickness:

—— A Thicker than 42 for wood doors.
b, Thicker than 38 for metal doors.
8L L & Attention

2. Door closers can auto-close the door by themselves, extra efforts to close the door are
not permited,
b, Fasten the all holding serew after half 3 month with usc.

Figure 4
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1. Installation dimension.
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2. Installing procedures for left-hand wood doors.
The Second Stage Close

speed-regulating valve

The first slage close
speed-reguiating valve a. Groove and drill on the upper door and upper doorframe conform to dimensions of the

installing drawing,

b, b. Position the body of Door closer into the groove and fasten it.

c.c. Put the rectangular hole of the arm onto the gear axle, and make a 151-degrees joint
\‘ Closing Range of the Second Stage S

\1 o Stow

between the arm and the body pad with a gasket and fasten with an M5*12 screw and

a washer.

d. d. Open the door to a certain degree, joint the slide rail and the arm. put them into the

G g of e Fit Sige upper doorframe's groove and fasten them
¢ e Locate the locking lot on the corresponding position of the slide rail in accordance
Figure 2 with the opening degrees of the door.
3. Installing procedures for right-hand wood doors.
a. Groove and drill on the mirroring side of the door and doorframe in accordance with the
dimensions of the installing drawing

b, Close the adjusting valve direct to the side of the installing panel with a minus

serewdriver,
¢. Take the installing panel off and install it on the other side of the body, fasten it
d. Refer 10 left-hand door's installing procedures for the remaining steps.

4. Installing procedures for metal doors.

a. Make an assi;

sting frame conform to the dimensions of the installing drawing and
F|QU re3 fasten it on the corresponding door and doorframe.

b. b. Refer to the procedures of wood doors for the remaining steps, but M5¥12

counter-sunk screws should be used instead.
5. Adjust the closing and latching speed is shown in illustration Il
R a. the range of closing speed is about 120 degrees to 15 degrees.
328 s b. the range of latching speed is about 15 degrees to 0 degrees
6. Adjust the bold-open degrees

shown in illustration TIT:

7. Hlustration IV shows the demand of doors' thickness:

M a. Thicker than 42 for wood doors.

b. Thicker than 38 for metal doors,

b a2ut & Attention

a. Door closers can auto-close the door by themselves.extra efforts to close the door are
Figure 4 not permitted.

b. Fasten the all holding screw after half a month with use.




